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PermaCast® No-Taper 
column with Poly Tuscan 

cap and base

Round No-Taper PermaCast® Column Dimensions (in Inches)

Neck mould not included.
Flashing and Installation Kit not available with No-Taper Tuscan cap and base sets.

Round No-Taper PERMACast® Columns

 Col. Size A B C D E F G J K L Lengths Avail. (ft.)

 8" 75/8" 75/8" 101/2" 17/8" 13/4" 3/4" 3/4" 11/4" 11/2" 105/8" 6,8,9,10 

 10" 95/8" 95/8" 131/8" 23/8" 21/8" 3/4" 3/4" 11/4" 13/4" 1213/16" 6,8,9,10,12 

 12" 115/8" 115/8" 161/2" 27/8" 23/8" 7/8" 13/16" 13/4" 2" 157/8" 6,8,9,10,12 

 14" 135/8" 135/8" 191/2" 33/8" 31/8" 11/8" 7/8" 21/4" 3" 191/8" 6,8,9,10,12,14 

 16" 153/4" 153/4" 221/8" 4" 31/2" 11/8" 1" 21/4" 23/4" 22" 6,8,9,10,12,14,16,18,20

 18" 171/2" 171/2" 245/8" 4" 4" 15/8" 11/8" 23/4 31/8" 245/8" 6,8,9,10,12,14,16,18,20

 24" 24" 24" 331/2" 53/4" 51/4" 23/16" 23/16" 31/2" 41/8" 333/8" 8,10,12,14,16,18,24 

Fluted Round PERMACast® Columns

Stock Molded Flute

Custom Flute
Special Order

HB&G OFFERS TWO DISTINCTIVE 
TYPES OF FLUTES.
Stock Molded Flute: Available in 
diameters of 8" x 8' – 16" x 12' columns 
(See price guide for specific lengths 
available.) The stock molded flute is 
part of the manufacturing process  
and cannot be altered.

Custom Flute: The custom flute 
is milled after the column is 
manufactured and can be modified 
to your specific length.  All round 
PermaCast® columns, 6"x 4' – 30"x 
30', are available with an optional 
custom flute. (Call a customer service 
representative for pricing and lead 
times.) Adjusted Flutes available.
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Neck Mould for No-Taper Column – Sold Separately

8"-12"

14"
PermaCast® Plain No-Taper 

column with Poly Tuscan  
cap and base
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